USB Driver V1.1 Installation Instruction for WIN98,WINME,WIN2000,WINXP,VISTA,WINDOWS 7,WINDOWS 8
USB V1.1  驅動程式WIN98，WINME，WIN2000，WINXP，VISTA，WINDOWS 7，Windows 8的安裝說明

I. Insert the USB-RS232 CD into CD-ROM in your computer, click two times “PL2303_Prolific_DriverInstaller_v1.7.0.exe”.
一.   把USB-RS232 CD到您的電腦的光碟機中，單擊兩次
     “PL2303_Prolific_DriverInstaller_v1.7.0.exe”。
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II. Click “Next”.
二.  單擊“下一步”。
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Welcome to the InstalShield Wizard for PL-2303
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III. Click “Finish”.
三.  單擊“完成”。
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The InstalShield Wizard has successtully nstalled PL-2303
USBHaSerial. Click Fiish o ext the wizard.
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IV.  Plug “USB-RS232 Converter”
 Click “Control Panel”-> “System ”-> “Device Manager”

 Check “Prolific USB –to-Serial Comm Port (COM3)”
四.  把“USB-RS232轉換器”插在電腦的USB端
      點擊“控制台” - >“系統” - >“裝置管理員”
      檢查“Prolific USB –to-Serial Comm Port (COM3)”

